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Spill pallets are built for heavy loads and convenient handling

Ultra-Spill Pallets®

•	 High load capacity − 6,000 lbs. for 4-Drum. 
        Model, 3,000 lbs. for 2-Drum Model.
•	 Bright, safety yellow sidewalls are translucent,
        offering convenient visual leak detection.
•	 100% polyethylene construction − compatible
        with a broad range of chemicals, including acids and corrosives.
•	 Meets SPCC, EPA Container Storage Regulation 40 CFR 264.175

  Part# Description Dimensions 
in. (mm)         

Uniformly Distributed Load  
lbs. (kg)           

Containment Capacity 
gal. (L)   

Weight
lbs. (kg)

1000 P4 Pallet (4-Drum) Without Drain 53 x 53 x 11¾ (1,347 x 1,347 x 299) 6,000 (2,722) 66 (250) 90.0 (41.0)
1001 P4 Pallet (4-Drum) With Drain  53 x 53 x 11¾ (1,347 x 1,347 x 299) 6,000 (2,722) 66 (250) 90.0 (41.0)
1010 P2 Pallet (2-Drum) Without Drain 53 x 29 x 16½ (1,347 x 737 x 420) 3,000 (1,361) 66 (250) 63.0 (29.0)
1011 P2 Pallet (2-Drum) With Drain 53 x 29 x 16½ (1,347 x 737 x 420) 3,000 (1,361) 66 (250) 63.0 (29.0)
0678 P4 Ramp - Non-slip, Polyethylene & Steel  68½ x 28½ x 12 (1,740 x 724 x 305) 700 (318) − 74.0 (34.0)
1006 Optional P4 Pullover Cover
1016 Optional P2 Pullover Cover

Ultra-Spill Pallet Nestable Model®
Low-profile, nestable spill pallet reduces shipping costs and storage space
•	 Large, 66-gallon sump captures leaks and spills from steel or poly drums (4 drum capacity).
•	 Nestable design allows multiple pallets to be shipped (or stored) in a minimal amount of 

space.
•	 100% polyethylene construction − compatible with a broad range of chemicals,                          

including acids and corrosives.
•	 Low-profile (10” height) makes drum handling safer and easier.
•	 2-way forkliftable − provides easy positioning and relocation.
•	 Meets SPCC, EPA Container Storage Regulation 40 CFR 264.175

  Part# Description Dimensions 
in. (mm)         

Uniformly Distributed Load  
lbs. (kg)           

Containment Capacity 
gal. (L)   

Weight
lbs. (kg)

1230 Nestable (4-Drum) Without Drain 51 x 51 x 10 (1,295 x 1,295 x 254) 6,000 (2,722) 66 (250) 80.0 (36.0)
1231 Nestable  (4-Drum) With Drain  51 x 51 x 10 (1,295 x 1,295 x 254) 6,000 (2,722) 66 (250) 80.0 (36.0)
0676 Ramp - Polyethylene & Steel 55½ x 28½ x 8¾ (1,410 x 724 x 222) 700 (318) − 43.0 (19.5)

Ultra-Spill Deck P6 & P8®
Available in 6-drum and 8-drum models, Ultra-Spill Decks are perfect for 
satellite collection of hazardous wastes or storage of virgin chemicals
•	 One-piece, molded sump with elevated 2’ x 4’ black grates.
•	 Polyethylene grates feature slip resistant, “diamond plate” surface design.
•	 Deck holds up to 1,500 lbs. per drum UDL (uniformly distributed load).
•	 Designed for use with Ultra-Spill Deck Loading Ramp (Part# 1089).
•	 Meets SPCC, EPA Container Storage Regulation 40 CFR 264.175.

  Part# Description Dimensions 
in. (mm)         

Uniformly Distributed Load  
lbs. (kg)           

Containment Capacity 
gal. (L)   

Weight
lbs. (kg)

1175 P6 (6-Drum) 74¼ x 50 x 5¼ (1,886 x 1270 x 133) 9,000 (4,082) 66 (250) 86.0 (39.0)
1075 P8  (8-Drum)   98½ x 50 x 5¼ (2,502 x 1270 x 133) 12,000 (5,453) 75 (284) 110.0 (50.0)
1089 Spill Deck Ramp 24 x 32 x 5¾ (610 x 813 x 146) 600 (272) − 17.0 (8.0)
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Ultra-Hard Top Plus Models®
Safely store multiple drums outdoors
•	 Available in 8, 12, 16, and 20-drum models. Extender Kits                                                                                                                                               

are available to expand capacity beyond 20-drums.
•	 All polyethylene construction — offers excellent chemical resistance, will not rust or corrode.
•	 Separate, lockable compartments feature a unique “2-way” entry system —allows quick access to all four (4) drums.
•	 Roll-top covers can be easily lifted from waist height to access drum tops.                                                                                                                 

Swing-out doors provide safety and convenience for loading or unloading drums.
•	 Low-profile (8 ¾” height) containment pallet positions drum-tops at a safe, convenient level.
•	 Rugged, 9,000 lb. uniformly distributed load (UDL) capacity per compartment                                                                                                                

allows safe storage of IBC tanks as well as drums.
•	 Units ship partially unassembled for freight savings.
•	 Multiple “4-drum compartments” offer flexible usage for a broad range of operations.                                                                                                   

Internal walls and separate sumps allow materials to be segregated.
•	 Use optional Ramp (Part# 0676) for easier drum handling — stores inside Hard Top when not in use.
•	 Meets EPA Container Storage Regulation 40 CFR 264.175 and helps comply with NPDES, 40 CFR 122.26 (1999). Considered a Stormwater 

Management “Best Management Practice“ product (BMP). Also meets SPCC Regulations for secondary containment of hydrocarbons

9657 P20 Plus (20-Drum) With Drain 312 x 62 x 79 (7,925 x 1,575 x 2,007) 9,000 (4,083) 75 (284) 1,940.0 (880.0)
9658 4-Drum Extender Kit Without Drain 62 x 62 x 79 (1,575 x 1,575 x 2,007) 9,000 (4,083) 75 (284) 375.0 (171.0)
9659 4-Drum Extender Kit With Drain 62 x 62 x 79 (1,575 x 1,575 x 2,007) 9,000 (4,083) 75 (284) 375.0 (171.0)
0676 Ramp - Non-Slip, Polyethylene 55½ x 28½ x 8¾ (1,410 x 724 x 222) 700 (318) − 43.0 (19.5)

  Part# Description Dimensions 
in. (mm)         

Load  Capacity UDL per
Compartment lbs. (kg)           

Containment Capacity per
Compartment gal. (L)   

Weight
lbs. (kg)

9650 P8 Plus (8-Drum) Without Drain 126 x 62 x 79 (3,201 x 1,575 x 2,007) 9,000 (4,083) 75 (284) 815.0 370.0)
9651 P8 Plus (8-Drum) With Drain  126 x 62 x 79 (3,201 x 1,575 x 2,007) 9,000 (4,083) 75 (284) 815.0 370.0)
9652 P12 Plus (12-Drum) Without Drain 188 x 62 x 79 (4,776 x 1,575 x 2,007) 9,000 (4,083) 75 (284) 1,190.0 (540.0)
9653 P12 Plus (12-Drum) With Drain 188 x 62 x 79 (4,776 x 1,575 x 2,007) 9,000 (4,083) 75 (284) 1,190.0 (540.0)
9654 P16 Plus (16-Drum) Without Drain 250 x 62 x 79 (6,350 x 1,575 x 2,007) 9,000 (4,083) 75 (284) 1,565.0 (710.0)
9655 P16 Plus (16-Drum) With Drain 250 x 62 x 79 (6,350 x 1,575 x 2,007) 9,000 (4,083) 75 (284) 1,565.0 (710.0)
9656 P20 Plus (20-Drum) Without Drain 312 x 62 x 79 (7,925 x 1,575 x 2,007) 9,000 (4,083) 75 (284) 1,940.0 (880.0)

  Part# Description Capacity
gal. (L)

Top Outside Dia. 
in. (mm)         

Bottom Outside Dia. 
in. (mm)           

Outside Height
in. (mm)

UN Marking 
 

Weight
lbs. (kg)

0580 95-Gallon 95 (360) 32¼ (820) 25½ (648) 41¼ (1,049) 1H2/X345/S/**/SA/5904 47.0 (21.5)
0584 95-Gallon Wheeled 95 (360) 32¼ (820) 25½ (648) 48½ (1,232) 1H2/X345/S/**/SA/5904 58.0 (26.0)
0570 95-Gallon Recycled 95 (360) 32¼ (820) 25½ (648) 41¼ (1,049) 1H2/X345/S/**/SA/5904 47.0 (21.5)
0582 65-Gallon 65 (247) 29 (737) 21 (533) 36¼ (921) 1H2/X228/S/**/SA/5904 40.0 (18.0)
0585 30-Gallon 30 (113.5) 22⅞ (581) 18 (457) 30⅛ (765) 1H2/X100/S/**/USA/+AA8744 15.0 (7.0)
0587 20-Gallon 20 (76) 21¾ (552) 17¾ (451) 19¼ (489) 1H2/X66/S/**/USA/+AA8744 12.0 (5.5)

Ultra-Overpacks®

Screw top Ultra-Overpacks offer the highest UN and DOT 
certifications available
•	 Complies with UN Packaging Group 1 (X-Rating) and are certified for use as DOT                                                                                                                                              

Salvage Drums, 49 CFR 173.3 (c). Visit SpillContainment.com for more regulatory information.
•	 Highest performing poly overpacks on the market.
•	 Excellent chemical resistance, including acids, caustics, and corrosives.
•	 Convenient, “no-tools required” closures are perfect for clean-up and spill response activities.
•	 Nestable design and low tare weight allow convenient storage and reduced transportation costs

20 & 30 gallon units have 
built-in slots - Use with zip 

ties for added tamper 
resistance.

Lid can be tightened using built-in 
slots. Molded-in foothold provides 

additional leverage point. 
(20 & 30 gallon units)

The Wheeled Model has built-in 
wheels - eliminates the need for a 
separate dolly or other means of 

transport.

The Recycled Model has the
added benefit of eco-

friendly, recycled content.
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  Part# Dimensions ft. (m)          

Wall Height: 12 in. (305 mm)
Containment Capacity 
gal. (L)   

Weight
lbs. (kg)

8240 6 x 6 (1.9 x 1.9)	 269 (1018.28)	 9.0 (4.1)
8241 10 x 10 (3.05 x 3.05	 748 (2831.49)	 23.0 (10.4)

8242 12 x 12 (3.65 x 3.65)	 1077 (4076.88)	 29.0 (13.2)
8243 12 x 25 (3.65 x 7.62)	 2244 (8494.464)	 49.0 (22.2)
8244 10 x 50 (3.65 x 15.24)	 3740 (14157.44)	 84.0 (38.1)
8245 12 x 50 (3.65 x 15.24)	 4488 (16989)	 88.0 (40.0)

Ultra-Containment Berm® Economy PE Model
Economical L-Bracket berm design offers cost savings 
and secure spill containment
•	 L-shaped aluminum brackets provide sturdy sidewall support.

•	 12” sidewall contains spills in drilling and fracking locations.

•	 Two-color (black/yellow) material makes tears and punctures easier to identify -                                 
simply look for the opposite color.

•	 No frames, components or excess material outside of sidewalls — excellent 
for use as spill containment area inside of storage sheds and other buildings or                                       
structures where floor space is a premium.

•	 Standard material of construction is 30 mil reinforced polyethylene. Other materials     
available upon request.

•	 Meets SPCC and EPA Container Storage Regulations 40 CFR 264.175.

Rugged polyethylene 
material can withstand 
a variety of containment 
needs.

Ultra-IBC Spill Pallet®
Double stack IBC tanks and save valuable floor space

•	 16,000 lb. weight capacity accommodates up to two full IBCs.

•	 100% polyethylene construction has no metal parts − rust and corrosion are             
things of the past.

•	 400-gallon sump capacity meets SPCC, and EPA Container Storage              
Regulation, 40 CFR 264.175

  Part# Description Dimensions 
in. (mm)         

Usable Grating Surface
in. (mm)

Uniformly Dist.
Load lbs. (kg)

Containment 
Capacity gal. (L)   

Weight
lbs. (kg)

1057 IBC Without Drain 58¾ x 58¾ x 33 (1,492 x 1,492 x 838) 52 x 52 (1,321 x 1,321) 16,000 (7,273) 400 (1,514) 444.0 (202.0)

1058 IBC With Drain 58¾ x 58¾ x 33 (1,492 x 1,492 x 838) 52 x 52 (1,321 x 1,321) 16,000 (7,273) 400 (1,514) 444.0 (202.0)

Inner polyethylene supports feature 
a dense pattern of vertical ribs which 
provide superior strength. Rated at 
16,000 lbs. UDL capacity, the Ultra-
IBC Spill Pallet will provide years of 
service under rigorous conditions.
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Molded-in locking pegs 
allow systems to be setup 
quickly and easily without 
the need for special tools 
or equipment.

Large clips (included) hold 
the liner in place. Excess 
liner can be trimmed if 
desired.

Wall sections stack for 
easy storage and more 
economical shipping.

Ultra-Containment Wall®
Modular, hard-walled system provides long-term,
high-capacity spill containment

•	 Modular wall sections and corners can be easily assembled to
        form almost any size/shape spill containment area needed.

•	 Heavy-duty, 30 mil, textured polyethylene liner provides rugged,
        impermeable barrier to capture leaks and spills.

•	 Creates large, semi-permanent containment areas.
        Provides much more gallon capacity than shorter walled
        containment systems.

•	 Versatile system can be easily disassembled for reuse at future sites.

•	 Unlike some containment systems, the Ultra-Containment Wall is not
        secured to the substrate so it is perfect for use in parking lots, sand,
        rocky soil, muddy soil, frozen soil or on concrete areas.

•	 Made in the USA. Stock/warehousing: Texas.

•	 Meets SPCC, EPA Container Storage Regulation                                         
40 CFR 264.175.

  Part# Wall Height & Description Dimensions 
in. (mm)         

Weight
lbs. (kg)

8760 1 ft. (0.3 m) - Straight Section 120 x 12 x 12 (3,048 x 305 x 305) 33.0 (15.0)
8761 1 ft. (0.3 m) - Corner Section 22 x 22 x 12 (559 x 559 x 305) 9.0 (4.0)
8762 2 ft. (0.6 m) - Straight Section 100 x 24 x 24 (2,540 x 610 x 610) 70.0 (32.0)
8763 2 ft. (0.6 m) - Corner Section 35 x 30 x 24 (889 x 762 x 610) 26.0 (12.0)
8764 3 ft. (0.9 m) - Straight Section 72 x 24 x 36 (1,829 x 610 x 914) 60.0 (27.5)
8765 3 ft. (0.9 m) - Corner Section 30 x 30 x 36 (762 x 762 x 914) 36.0 (16.5)
8770 30 ml Textured Polyethylene Liner Custom (per sq. ft./m) 1.25 (0.57)/sq. yd.
Complete Systems:

12” (305 mm)

24” (610 mm)

36” (914 mm)

  Part# Wall Height Usable Dimensions 
ft. (m)         

Item Quantity  
        

Containment Capacity 
gal. (L)   

Weight
lbs. (kg)

8790 1 ft. (0.3 m) 10 x 49 x 1 (3.0 x 14.9 x 0.3) 12-Straight, 4-Corners, 1-Liner (16x55) 3,978 (15,058) 754 (342.0)
8791 1 ft. (0.3 m) 68 x 68 x 1 (20.7 x 20.7 x 0.3) 28-Straight, 4-Corners, 1-Liner (74x74) 34,802 (131,740) 2,066 (937.1)
8792 2 ft. (0.6 m) 16 x 55 x 2 (4.9 x 16.8 x 0.6) 18-Straight, 4-Corners, 1-Liner (27x66) 13,716 (51,921) 1,821 (826.0)
8793 2 ft. (0.6 m) 63 x 63 x 2 (19.2 x 19.2 x 0.6) 32-Straight, 4-Corners, 1-Liner (74x74) 60,089 (227,462) 3,450 (1,564.9)
8794 3 ft. (0.9 m) 11 x 55 x 3 (3.4 x 16.8 x 0.9) 24-Straight, 4-Corners, 1-Liner (27x71) 14,336 (54,268) 2,157 (978.4)
8795 3 ft. (0.9 m) 61 x 61 x 3 (18.6 x 18.6 x 0.9) 44-Straight, 4-Corners, 1-Liner (77x77) 83,582 (316,392) 3,958 (1,795.3)
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  Part# Dimensions ft. (m)
Wall Height: 6 in. (152 mm)

Number of Straight
Modular Walls
(4 Corners Included)  

Containment
Capacity gal (L)

Weight
lbs. (kg)

8740 7 x 13 (2.1 x 4.0) 6 366 (1,385) 165.0 (74.5)
8741 13 x 13 (4.0 x 4.0) 8 665 (2,517) 220.0 (100.0)
8742 13 x 25 (4.0 x 7.6) 12 1,263 (4,781) 332.0 (150.5)
8743 13 x 31 (4.0 x 9.4) 14 1,563 (5,917) 387.0 (176.0)
8744 13 x 34 (4.0 x 13.1) 18 2,161 (8,180) 491.0 (222.5)
8745 13 x 55 (4.0 x 16.8) 22 2,759 (10,444) 610.0 (278.0)
8746 13 x 61 (4.0 x 18.6) 24 3,059 (11,580) 666.0 (302.0)
8747 25 x 55 (7.6 x 16.8) 26 5,243 (19,847) 868.0 (393.5)
8748 31 x 55 (9.4 x 16.8) 28 6,485 (24,548) 1,004.0 (455.5)
8749 55 x 55 (16.8 x 16.8) 36 11,452 (43,351) 1,502.0 (681.5) 
Rebar not included - 1” diameter recommended

Ultra-Containment Berm® Modular Model (Gorilla Berm)
Versatile spill containment that can be reused and easily modified

True drive-in/drive-out capability.
No manual set-up or take down
of sidewalls required once Berm
has been deployed.

•	 Modular construction allows containment areas of any size to be configured.

•	 Polymer-coated foam support blocks (6’ lengths) provide structure to sidewalls - 
        can be driven over repeatedly without damage.

•	 Standard material is a 22 oz., anti-skid, coated vinyl fabric.

•	 Triangular-shaped, polymer-coated foam support blocks (72”L x 16”W x 6”H) 
        are used with rebar (not included) to provide sidewall structure.

•	 Molded-in channels in top of foam blocks hold rebar - secures material in place.

•	 EPA 40 CFR 264.175 Containment of Containers Containing Free Liquid.

•	 SPCC - Spill Prevention, Control and Countermeasure Act

Rebar (not included) fits
securely into channels
built into sidewall supports
– keeps liner in place.

Modular side
walls are easily
placed into any
configuration
during setup.

Bronze Award

2015

Corner
block
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  Part# Model
       

Dimensions
ft. (m)

Absortption Capacity 
gal. (L) 

Weight
lbs. (kg)

9310 Full Roll	 250 x 5 x 0 (76.2 x 1.5 x 0)	 1.5 (5.7) per sq. yd. - 6.70 L per sq. m.	 125 (56.7)

9314 Half Roll	 250 x 2.5 x 0 (76.2 x 0.8 x 0)	 1.5 (5.7) per sq. yd. - 6.70 L per sq. m. 63 (28.6)

  Part# Model Dimensions ft. (m)  Weight lbs. (kg)

9690 Ultra-Rapid Boom	 50 (15)	 43 (19.6)

Ultra-Rapid Boom®
The fastest deploying oil boom on the planet™

•	 Portable: Lightweight and portable design supporting a rapid response - 
containment in minutes not hours.

•	 Easy Handling: Easy-to-use and only requires two non-specialized personnel.
•	 Convenient: Instead of bringing people and equipment to site after the spill, the 

equipment is available on site for rapid deployment.
•	 Immediate Response: Contain marine oil spills immediately without heavy 

machinery or trained responders.
•	 Better Containment: Improves oil spill response effectiveness by containing 

oil when the spill occurs and stopping its spread thereby supporting clean-up 
methods.

•	 Reduced Impact: Helps avoid/reduce costly clean-up measures, infrastructure 
shutdowns, negative press, and regulatory fines.

•	 Smart Design: Durable and designed to respond effectively in coastal and inland 
waterways as well as offshore.

•	 Unlimited Length: Contains any size spill with unlimited length capacity.
•	 Less Storage Required: Requires 20-33% less storage space than ordinary 

containment boom. An all-terrain vehicle can carry 500 ft (152.4 m), and a 20 ft 
container can hold 7,500 ft (2,286 m).

Ultra-Filter-Tex
State-of-the-art, high-performance sorbent, and filter media for both 
stormwater management and oil spill applications
•	 Produced from recycled synthetic fibers.

•	 Utilizing state-of-the-art technology, materials are blended and processed into a lightweight fiber 
mass with an enormous surface area and interstitial spaces creating a high-performance sorbent 
and filter media.

•	 Designed for use as a durable long lasting geotextile and filter media.

•	 Allows large volumes of water to pass through while sorbing liquid hydrocarbons, including          
petroleum, animal and vegetable oils.

•	 Cost effective—absorbs an average of 13 times its own weight of liquid hydrocarbons.

•	 Great for use in oil/water separators, stormwater and wastewater filtration systems and water   
“polishing” applications.

•	 Approximately 85-90 % of sorbed oils can be reclaimed from Ultra-Filter-Tex and the media reused.

•	 Ultra-Filter-Tex is environmentally benign and user-friendly. It does not leach harmful substances into 
the environment and when incinerated produces minimal residue or ash.

Our lightweight and portable 
solution enables deployment 
within minutes by just two people, 
drastically reducing spill damage.

Patents: See www.ultratechpatents.com

Patents: See www.ultratechpatents.com

Ultra-Filter-Tex at 
40x magnification.
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